


COVERAGE: 
One 50-lb bag will yield approximately 1/2 of a cubic 
foot. (996 cubic inches).  Equates to an area 12” wide, 
x 12” long x 6.9” deep. 
 
ADDITIONS: 
Clean pea gravel can be added when filling deep (3” or 
greater) horizontal areas.  Total volume of pea gravel 
can not exceed 25% of Speed Mix being used. 
 

PACKAGING AND STORAGE: 
SPEED MIX 2000 is packaged in 25-lb poly-lined bags, 
50-lb pails, and 10-lb cans.  Shelf life is approximately 
24 months in unopened bags.  Store in a dry environ-
ment. 
 

 
  

  

LIMITATIONS: 
Do not apply if substrate temperature is below 40°, 
above 100° F, ambient temperature below 40° and 
falling or above 100° F and rising, or if precipitation is 
expected within a twenty-four (24) hour period. 
 

 

WARRANTY: 
Materials are guaranteed  with respect to uniformity 
and quality within manufacturer’s specifications.  
Seller makes no other warranty, expressed or im-
plied, regarding the use of its products.  Since use of 
the product is beyond seller’s control, the buyer as-
sumes all risks of use.  Seller’s sole obligation shall 
be to replace material if found to be defective.  Seller 
shall not be liable for any damages, injury, loss, di-
rect or consequential, resulting from use of its prod-
ucts. 
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    TEST     METHOD             RESULTS 
 

1.  Weatherometer ………………………. ASTM-G 23….……………………………………….    Passed 

 2.  Compressive Strength  ………………. ASTM-C 109….……24 hours air cured……………. . 3975 psi 

 3.  Tensile Strength  …………………….. ASTM-C 190…..……………………………………… .457 psi 

4.  Bond Strength  ………………………. ASTM-C 297……...…1000cyc-1000gms………………225 psi 

5. Abrasion Test  ……………………….. ASTM-1242 A….………………… ……………………. 39 mil  

6.   Salt Spray ………………………….. ASTM-B 117…...……………………………………….Passed 

7.  Water Vapor Trans...………………… ASTM – E 96…...………………… ………………  1.26 perms 

8.  50-cycle Freeze Thaw…………………ASTM-C 67…….………………… …………………….Passed 

9.  Flexural Strength…...………………… ASTM-D 790…...……modules of Rupture……………..70 psi 

10.  Impact Resistance….……………….. MIL – D 3134 F..……………………………………….Passed 

11.  Flame Spread……..………………… ASTM-E 84…….………………… …………………...Class A 

TEST DATA—SPEED MIX 2000 


